
 
TWO TANK SOFTENER  

• Automatic (YA) or Demand (YD)  

• Poly Wound Mineral Tank  

• Includes Bypass  

• 16 x 33 Brine Tank Assembly Includes:  

• Safety Float Assembly  

• Overflow Elbow  

• Salt Grid  

• 4ft. of brine tubing  

General Specifications YA 24 
General Specifications                                                           YA 24                             YA 32                          YA 48                              YA 64 
                                                                                               YD 24                             YD 32                          YD 48                              YD 64 

Grains Capacity/Regeneration  24,000  32,000  48,000  64,000  

Maximum Raw Water Hardness (grains)  50  75  100  100  

Maximum Clear Iron/Manganese (ppm)  3  5  5  5  

Salt Used/Regeneration (pounds)  12  15  24  30  

Cation Exchange Resin (cu ft)  .75  1.00  1.50  2.00  

Mineral Tank (polyglass)  8 x 44  9 x 48  10 x 54  12 x 52  

Brine Tank (polyethylene)  16 x 33  16 x 33  16 x 33  16 x 33  

Service Flow Rate (gpm)  8  10  11  12  

Backwash Flow Rate (gpm)  1.5  2.0  2.4  3.5  

Space Required (DxWxH inches)  16 x 26 x 51  16 x 27 x 55  16 x 28 x 61  16 x 30 x 59  

Approximate shipping weight (pounds)  88  100  133  164  
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